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VZH 13-26TR

VZH088

25 RPS Part load (1) 4.11 14.45 21.81 6.39 25 RPS 10.47 9.45 2.77

Full speed  
100 RPS

ARI (2) 13.42 47.21 10.20 2.99 Full speed  
100 RPS 42.72 10.20 2.99

EN12900 (3) 11.90 41.85 9.79 2.87

VZH117

25 RPS Part load (1) 5.53 19.46 22.56 6.61 25 RPS 13.70 10.00 2.93

Full speed  
100 RPS

ARI (2) 17.89 62.93 10.50 3.08 Full speed  
100 RPS 56.45 10.54 3.09

EN12900 (3) 15.85 55.75 10.10 2.96

VZH170

25 RPS Part load (1) 8.05 28.32 22.11 6.48 25 RPS 20.01 10.17 2.98

Full speed  
100 RPS

ARI (2) 26.19 92.11 10.85 3.18 Full speed  
100 RPS 80.95 10.85 3.18

EN12900 (3) 23.15 81.41 10.44 3.06

RATING CONDITIONS: 
(1) Part load: Evaporating Temp 7.2°C; Condensing Temp 35°C; Superheat 11.1K; Subcooling 8.3K 
(2) ARI: Evaporating Temp 7.2°C; Condensing Temp 54.4°C; Superheat 11.1K; Subcooling 8.3K
(3) EN12900: Evaporating Temp 5°C; Condensing Temp 50°C; Superheat 10K; Subcooling 0K
(4) Heating mode: Evaporating Temp -7°C; Condensing Temp 50°C; Superheat 5K; Subcooling 5K.
All data include drive losses.

Contact your local Danfoss sales office today to find out what your business can gain from working with the leader in variable speed technology.
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Cooling Heating

Capacity Efficiency Capacity Efficiency

Models Speed Conditions TR kW EER
[Btu/Wh]

COP
[W/W] Speed kW EER

[Btu/Wh]
COP 

[W/W]

VZH028

15 RPS Part load (1) 0.71 2.5 20.34 5.96 30 RPS 3.74 9.78 2.87

Full speed  
100 RPS

ARI (2) 4.15 14.6 9.59 2.81 Full speed  
100 RPS 12.91 9.84 2.88

EN12900 (3) 3.67 12.9 9.18 2.69

VZH035

15 RPS Part load (1) 0.91 3.2 21.97 6.44 30 RPS 4.68 10.02 2.94

Full speed  
100 RPS

ARI (2) 5.26 18.5 10.17 2.98 Full speed  
100 RPS 16.03 10.22 2.99

EN12900 (3) 4.66 16.4 9.72 2.85

VZH044

15 RPS Part load (1) 1.17 4.1 20.68 6.06 30 RPS 5.96 10.21 2.99

Full speed  
100 RPS

ARI (2) 6.77 23.8 10.44 3.06 Full speed  
100 RPS 20.42 10.41 3.05

EN12900 (3) 5.97 21.00 10.00 2.93

NOTES: 
All data are for 380-480V

Also available for 200-240V

Technical data

VZH 8.5-11TR

VZH052

17 RPS Part load (1) 1.64 5.80 21.18 6.20 40 RPS 8.15 8.47 2.48

Full speed 
110 RPS

ARI (2) 8.67 30.50 10.09 2.96
100 RPS 26.81 9.67 2.83

EN12900 (3) 7.70 27.05 9.74 2.85

VZH065

17 RPS Part load (1) 2.02 7.10 21.13 6.19 40 RPS 10.50 8.47 2.48

110 RPS ARI (2) 10.75 37.80 10.21 2.99
100 RPS 33.20 9.84 2.88Full speed 

110 RPS EN12900 (3) 9.56 33.62 9.93 2.91

VZH 4-7TR


