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Temperature transmitter for wall mounting  

Technical data

Temperature range 0…50 °C 

Accuracy ±0.7°C 

Mounting Wall 

Protection class IP65 

Article Supply voltage Output signal Note

TRT50 24 V AC or 15...35 V DC , 1 VA 0...10 V DC 

TRT50-420 20...35 V DC 4...20 mA 

Temperature transmitter for duct mounting, IP65  

Technical data

Temperature range 0…50 °C 

Accuracy ±0.5°C at 20°C 

Insertion length 60…230 mm (adjustable) 

Protection class IP65 

Mounting Duct 

Article Supply voltage Output signal Note

TDT200 24 V AC or 20...35 V DC, 1 VA 0...10 V DC 

TDT200-420 20...35 V DC 4...20 mA 

Temperature transmitter for immersion mounting  

Technical data

Mounting Immersion mounting 

Protection class IP65 

Sensor element NTC 10K 

Immersion length 120 mm 

Pipe fitting R ½” 

Article Supply voltage Temperature range Output signal Accuracy Note

TLT100 18…24 V AC or 18…35 V DC 0…100 °C 0…10 V ± 2°C 

TLT100-420 11…30 V DC 0…100 °C 4…20 mA ± 2°C 

TLT50 18…24 V AC or 18…35 V DC -30…+50 °C 0…10 V ± 1.5°C 

TLT50-420 11…30 V DC -30…+50 °C 4…20 mA ± 1.5°C 


