
ТЕХНИЧЕСКИЕ ДАННЫЕ

Спец. номер. . . . . . . . . . . . . . . . . . . . . . . . . . . . .                            см. таблицу
Чувствительный элемент . .  NTC, 1.8 кОм при +25 °C

Постоянная времени
скорость воздуха 1.5 м/сек. . . . . . . .        примерно 72 сек
скорость воздуха 3.0 м/сек. . . . . . . .        примерно 52 сек

Материалы
Погружная часть . . . . . . . . . . . . . .             нержавеющая сталь
Соединительная коробка. . . . . . .        полиамид пластик
Крепеж для монтажа. . . . . . . . . . . . . . . . . . . . .                    алюминий
Стандарт защиты. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              IP 65
Размеры . . . . . . . . . . . . . . . . . . . . .                    см. рисунок и таблицу
Погрешность. . . . . . . . . . . . . . . . . . . . . . . . . . . .                           см. таблицу
Температура среды. . . . . . . . . . . . .            от -40 °C до +130 °C
Рабочая температура. . . . . . . . . . .          от -40 °C до +150 °C

Соответствие стандартам
EMC. . . . . . . . . . . . . . . . . . . . . . . . .                        EN 50081-1, EN 50082-1

STD100

Field Devices Europe 01

Датчик температуры канальный NTC 1.8 кОм

STD100 предназначен для установки в 
воздуховодах.

В корпусе STD100 имеется закрытый кабельный 
ввод диаметром 20 мм.

РАЗМЕРЫ мм
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ПОДКЛЮЧЕНИЕ



On October 1st, 2009, TAC became the Buildings Business of its parent company Schneider Electric. This document reflects the visual identity of Schneider Electric, 
however there remains references to TAC as a corporate brand in the body copy. As each document is updated, the body copy will be changed to reflect appropriate 
corporate brand changes.

Schneider Electric   Telephone Europe: Malmö, Sweden +46 40 38 68 50   Telephone Asia Pacific: Singapore +65 6776 3166   www.schneider-electric.com/buildings

©
 2

00
9 

Sc
hn

ei
de

r E
le

ct
ric

. A
ll 

rig
ht

s 
re

se
rv

ed
.
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Спец. номер Обозначение NL Вес

мм дюймы г фунты

512-3002-010 STD100-50 63 2.48 113 0.25

512-3004-010 STD100-100 113 4.45 117 0.26

512-3006-010 STD100-150 163 6.42 120 0.26

512-3008-010 STD100-200 213 8.39 123 0.27

512-3010-010 STD100-250 263 10.35 126 0.28

512-3012-010 STD100-300 313 12.32 130 0.29

512-3014-010 STD100-400 413 16.26 138 0.30

СПЕЦ. НОМЕР

ПОГРЕШНОСТЬ

–25 °C. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                       ±0.7 °C

±0 °C. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                        ±0.5 °C

25 °C . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                        ±0.3 °C

50 °C . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                        ±0.6 °C

75 °C . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                        ±0.9 °C

100 °C. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                       ±1.3 °C


